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Enduro GP 

	 Enduro	Base	COC#		11-083
	 CI-200SC	COC#		11-026
	 CI-2001AS/BS	COC#		98-103A1

General Purpose Bench Scale
Checkweigher

	 •			Overload	protection	up	to	ten	times	capacity

	 •			Four	shock	absorbing	springs	provide	
	 	 unparalleled	load	cell	protection

	 •			Easy	to	clean	&	sanitize

	 •			Choose	from	three	indicators	offering	simple	
	 	 weighing	to	checkweighing	capabilities



U21029260

99	Murray	Hill	Parkway	•	East	Rutherford,	NJ	07073
TEL:	(201)	933-9002	•	FAX:	(201)	933-9025	•	http://www.cas-usa.com

DIMENSIONS

Specifications	are	subject	to	change	for	improvement	without	prior	notice. 

Units:	Inches

Enduro GP  |  General Purpose Bench Scale Checkweigher

OPTIONS

FEATURES

APPROVALS

Enduro	Base	COC#:	11-083 CI-200SC	COC#:	11-026	
CI-2001AS/BS	COC	#:	98-103A1

18"	Column,	Desk/Wall	Mount	Accessory

•	-	Standard		o	-	Optional

PLATFORM SPECIFICATIONS
Resolution Class	III	5,000	divisions

Construction 304	Stainless	steel	platter,	base,	springs,	&	spider

Load	Cell Standard	-	Anodized	aluminum,	IP66	rated	
Optional	-	Stainless	steel	load	cell,	IP66	rated

Output 2mv/V	standard,	full	scale

Overload

1000%	minimum
5	overload	stops
4	"Quad	Spring"	shock	absorbers
Heavy	duty	static	overload	bolts	(12"	and	15"	bases)

Warranty 2	years

12.00

10”, 12” or 15”

8.58

10”, 12” or 15”

3.3/83

The	Enduro	GP's	design	utilizes	the	most	durable	
platform	available.	Thousands	of	these	platforms	
have	been	performing	day	in/day	out	in	demand-
ing	industrial	applications.	The	CAS	Enduro	plat-
form	is	teamed	with	any	of	three	versatile	CAS	

indicators	 to	 tailor	 the	scale	 to	your	specific	
weighing	needs.	
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Construction
304 Stainless Steel - Rated IP67 • • •

Rated IP65 • •

Power
AC • • •

DC: 6V rechargeable battery - 26 hr battery life 
(approx 12 hr recharge time) •

Display
6 Segment 1" LED Display • •
6 Segment 1" LCD Display •

3 Band Over/Under/Accept Annunciators •
Keypad

Full Numeric Keypad •
Assignable Function Keys •

Setup & 
Calibration

Front Panel • • •
Units lb/kg • • •

Modes
Counting •
Totalizing •

ID Capabilities 0 - 19  Numeric Characters •
Digital Filtering Settings 3

Two (2) full duplex RS232 outputs •
One (1) Simplex RS232 output • •

Hi/Lo Alarm •
Time/Date •

Columns -
304 Stainless Steel

12 Inch Column • • •
18 Inch Column o o o

Model Platform Size
Capacity

Commercial Non-Commercial

GP-10002*
*Non-NTEP

10"	x	10"	x	2"

2

- 2	x	0.0005	lbs

- 1	x	0.0002	kg

- 32	x	0.01	oz

GP-10005 5

5	x	0.001	lbs 5	x	0.0005	lbs

2.5	x	0.005	kg 2.5	x	0.002	kg

80	x	0.02	oz 80	x	0.01	oz

GP-10010 10

10	x	0.002	lbs 10	x	0.001	lbs

5	x	0.001	kg 5	x	0.0005	kg

160	x	0.05	oz 160	x	0.02	oz

GP-10025 25

25	x	0.005	lbs 25	x	0.002	lbs

10	x	0.002	kg 10	x	0.001	kg

400	x	0.1	oz 400	x	0.05	oz

GP-10050 50

50	x	0.01	lbs 50	x	0.005	lbs

25	x	0.005	kg 25	x	0.002	kg

800	x	0.2	oz 800	x	0.1	oz

GP-12050

12"	x	12"	x	3"

50

50	x	0.01	lbs 50	x	0.005	lbs

25	x	0.005	kg 25	x	0.005	kg

800	x	0.2	oz 800	x	0.2	oz

GP-12100 100

100	x	0.02	lbs 100	x	0.01	lbs

50	x	0.01	kg 50	x	0.005	kg

1600	x	0.5	oz 1600	x	0.2	oz

GP-15050

15"	x	15"	x	3"

50

50	x	0.01	lbs 50	x	0.005	lbs

25	x	0.005	kg 25	x	0.002	kg

800	x	0.02	oz 800	x	0.1	oz

GP-15100 100

100	x	0.02	lbs 100	x	0.01	lbs

50	x	0.01	kg 50	x	0.005	kg

1600	x	0.5	oz 1600	x	0.2	oz

GP-15200 200

200	x	0.05	lbs 200	x	0.02	lbs

100	x	0.02	kg 100	x	0.01	kg

3200	x	1	oz 3200	x	0.5	oz

Durable • Cost Effective • Versatile • Dependable
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