
-W Scales

Spill
Proof

Seafood packers
Slaughterhouses

Poultry
Restaurants

Fertilizing companies
Pharmaceutical

etc.

SPILL PROOF ELECTRONIC SCALES

80.6 cm / 31 3/4’’

90 cm / 35 3/4’’

118 cm
46 ½’’

68.5 cm / 27’’

81.8 cm / 32 1/4’’

EQM-200/400, 400/800-W

61.5 cm
24 1/4’’

38.1 cm
15’’

48.2 cm
19’’

64.6 cm
25 7/16’’

EQB-50/100-W

49.5 cm
19 ½”

38.1 cm
15’’

30.5 cm
12’’

35.5 cm
14’’

EQB-20/40-W

95.8 cm / 37 3/4’’

108.5 cm / 42 3/4’’

118 cm
46 ½’’

73.6 cm/ 29’’

84.4 cm / 33 1/4’’

EQM-1000/2000-W

SPECIFICATIONS

PC Interface Car lighter adapter

Capacity

Display

Minimum division

20 kg/40 lb 50 kg/100 lb

EQB 20/40-W EQB 50/100-W

Included

Alphanumeric liquid crystal display

200 kg/400 lb 400 kg/800 lb

EQM 200/400-W EQM 400/800-W

0.1 kg/0.2 lb0.005 kg/0.01 lb 0.01 kg/0.02 lb 0.05 kg/0.1 lb

Battery

Maximum tare

Storage temperature

Plate dimensions

Operation temperature

80 cm x 68.58 cm
31.25 x 27” IN

10 kg/20lb

-20 to 50ºC (-4 to 122 ºF)

-10 to 40 ºC (14 to 104ºF)

100 kg/200 lb

30.5 x 38 cm
12 x 15” IN

48.2 x 38.1 cm
15 x 19” IN

200 kg/ 400 lb25 kg/50 lb

HERMETICALLY SEALED INDICATOR

PORTABLE AND RECHARGEABLE

BATTERY

These scales operate anywhere with a long lasting
rechargeable battery (90 hrs approximately)

READY TO USE

No special installation is required just follow the easy
joint instructions.

Indicator totally sealed

to guarantee excellent

performance in humid

environments

OPTIONAL ACCESORIES

NOM

Power supply adapter

*Available only at scales ordered under
this spec

EQB 5/10-W

5 kg/ 10 lb

.001 kg/0.002 lb

2.5 kg/ 5 lb

Rechargeable Battery (Lasts 90 hours approximmately)

Included

DIMENSIONS

ALL INFORMATION IS SUBJECT TO CHANGE WITHOUT NOTICE

DISTRIBUTED BY

Back light

Power supply 110 v/60 Hz (220 v /50 Hz Optional)

EQM 1000/2000-W

1,000 kg/2,000 lb

0.25 kg/0.5 lb

Net weight

Shipping weight

18 kg/ 39.6 lb 78 kg/141 lb 78 kg/141 lb

95 kg/178.5 lb 95 kg/178.5 lb

10 kg/22.02 lb

12 kg/26.43 lb 19.6 kg/ 43.2 lb

10 kg/ 22.2 lb

12 kg/26.3 lb

87 kg/196 lb

110 kg/233.3 lb

94 cmx 73 cm
37.25 x 29” IN

500 kg/1000 lb

30.5 x 38 cm
12 x 15” IN

Totally made of stainless steel

Toggles between kg & lb

Backlighted LCD display

Hermetic sealed indicator

Totally made of stainless steel

Toggles between kg & lb

Backlighted LCD display

Hermetic sealed indicator



EASY TO READ DISPLAY:

DISPLAY FUNCTIONS
-W Scales feature 5 display
functions including tare function to
obtain net weights, automatically
subtracting the container's weight
with only pressing a key.

50 kg/100 lb
capacity

20 kg/40 lb
capacity

5 kg/10 lb
capacity

400 kg/800 lb &/or
200 kg/400 lb

capacities

1000 kg/2000 lb
capacities

OPERATES ANYWHERE

(EQM-W MODELS)

Toggless between

Kg & lb

Kg
Lb

Ideal for those

humid and

dusty environments The EQM-W scales operate
anywhere with an AC adapter or a
long lasting rechargeable battery
(90 Hrs, approx.) And can be easily
moved from here to there because
of its convenient wheels.

A backlight alphanumeric liquid
crystal display enhance visibility
even in dark areas.

Totally manufactured in high

quality stainless steel,

providing long lasting life.

&


